STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 2 — DISTRICT 2

CONTRACT PROPOSAL
SMALL BUSINESS ENTERPRISE

WBS ELEMENTS: 2.201611, 2.201621, 2.202511, 2.202521
2.206911, 2.206921

COUNTIES: Carteret, Craven, Pamlico

ROUTE: Various

DESCRIPTION: On-Call Construction of Various Concrete Iltems
BID OPENING: Tuesday, November 1, 2011

NOTICE:

UNDER THE PROVISIONS OF THIS PROGRAM, A NC GENERAL CONTRACTOR’S
LICENSE IS NOT REQUIRED NOR ARE CONTRACT PAYMENT AN D CONTRACT
PERFORMANCE BONDS REQUIRED. BIDDERS SHALL COMPLY WI TH ALL OTHER
APPLICABLE LAWS, INCLUDING BUT NOT LIMITED TO, THOSE REGULATING THE
PRACTICES OF ELECTRICAL, PLUMBING, HEATING, AND AIR  CONDITIONING AND
REFRIGERATION CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL
STATUTES OF NORTH CAROLINA.

NAME OF BIDDER

ADDRESS OF BIDDER

RETURN BIDS TO:

N. C. DEPARTMENT OF TRANSPORTATION
Attn: Aaron Bullard, PE

105 Pactolus Highway

P O Box 1587

Greenville, NC 27835-1587

Per items 11 - 13 of the instructions on page 2
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY

BEFORE PREPARING AND SUBMITTING YOUR BID.
All bids shall be prepared and submitted in accordancaith the following requirements. Failure to comply
with any requirement shall cause the bid to be consided irregular and shall be grounds for rejection of the
bid.

1. The bid form furnished by NCDOT with the proposal shalised and shall not be altered in any manid. NOT
SEPARATE THE BID FORM FROM THE PROPOSAL!

2. All entries on the bid form, including signatures, sballwritten in ink.

3. The Bidder shall submit a unit price for every item onltideform. The unit prices for the various contract itehal e
written in figures. Unit prices shall be limited to t¢&) decimal places.

4. An amount bid shall be entered on the bid form for eiterg. The amount bid for each item shall be determined by
multiplying each unit bid by the quantity for that item, ahdllsbe written in figures in the "Amount Bid" column of the
form.

5. The total amount bid shall be written in figures in the prgtece on the bid form. The total amount shall berdeted by
adding the amounts bid for each item.

6. Changes in any entry shall be made by marking through theieiiyand making the correct entry adjacent thereto in ink.

A representative of the Bidder shall initial the changeakn

7. The bid shall be properly executed. All bids shall showfahewing information:

a. Name of individual, firm, corporation, partnershipjaint venture submitting bid.

b. Name and signature of individual or representatibenitting bid and position or title.

c. Name, signature, and position or title of witness.

d. Federal Identification Number (or Social Security Nunabéndividual)

e. Contractor's License Number (if Applicable)

Bids submitted by corporations shall bear the seal of tpoiation.

The bid shall not contain any unauthorized additions, deletiwregnditional bids.

10. The bidder shall not add any provision reserving the rightde or reject an award, or to enter into a conpratuant to
an award.

11. THE PROPOSAL WITH THE BID FORM STILL ATTACHED SHALL BE PLACED IN A SEALED ENVELOPE
AND SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN TH E DIVISION TWO ENGINEER'S OFFICE
AT 105 PACTOLUS HIGHWAY, GREENVILLE, NC 27834 BY 11:00 AM ON TUESDAY, NOVEMBER 1, 2011.

12. The sealed bid must display the following statement ofrdné of the sealed envelope:

©

ATTN: AARON BULLARD, PE
QUOTATION FOR ON-CALL CONCRETE WORK IN DISTRICT 2
TO BE OPENED AT 11:00 AM, TUESDAY, NOVEMBER 1, 2011

13. If delivered by mail, the sealed envelope shall be plateddther sealed envelope and the outer envelope shall be
addressed as follows:

NC DEPARTMENT OF TRANSPORTATION
ATTN: AARON BULLARD, PE

PO BOX 1587

GREENVILLE, NC 27835-1587

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be maé to the lowest responsible Bidder. The lowest
responsible will be notified that his bid has been aepted and that he has been awarded the contract.
NCDOT reserves the right to reject all bids.




DIVISION CONTRACT
PROJECT SPECIAL PROVISIONS - GENERAL

DESCRIPTION:

This contract is for the on-call construction of varionaaete items including, but not limited to, curbs,
curb and gutter, sidewalk, wheelchair ramps, drivewaysdaditches, and islands in Carteret, Craven,
and Pamlico Counties.

All work and materials shall be in accordance wile provisions of the General Guidelines of this
contract, the Project Special Provisions, the North I@rdepartment offransportation Standard
Specifications for Roads and Structures, July 2086 North Carolina Department of Transportation
Roadway Standard Drawings, July 200énd the current edition of thdanual of Uniform Traffic
Control DevicefMUTCD).

The Contractor shall keep himself fully informed of l#ideral, State, and Local laws, ordinances, and
regulations, and shall comply with the provisions of ®&cti07 of th2006 Standard Specificatians

SMALL BUSINESS ENTERPRISE PROGRAM:

This is a Small Business Enterprise (SBE) Program groge as such, it is restricted to businesses
grossing less than $1,500,000, excluding materials, during the psesadendar year. Contractors must
be certified as a SBE Contractor by the Contractuali@s Unit of NCDOT and listed as such in the
Directory of Transportation Firms at the time of bid opgni Certification requirements and additional
SBE Program information may be foundchétp://www.ncdot.org/business/ocs/sbe/

As authorized by G.S. 136-28.10 (Highway Fund and Highway Trust Boradl Project Bidding), the
Department’s normal bonding and licensing requirements avedvéor this SBE project.

CONTRACT TIME:

The date of availability for this contracttise date the Purchase Order is issuethpproximately three
weeks after the bid opening).

The completion date for this projectase (1) year from the date of availability

The Contractor shall submit a bid for one (1) year. Atdpigon of the Department, this contract may be
extended for two (2) additional periods of one (1) year each maximum period of three (3) years total.
If the contract is extended, the unit bid prices will beaased by three (3) percent for each one (1) year
extension. No changes in the terms, conditions, etc. oictntract will be made when an extension to
the contract is implemented. The Engineer will notify @watractor in writing no later than 30 calendar
days prior to the contract expiration if the contract i9¢oextended. The Contractor must notify the
Engineer in writing within 15 calendar days of his accemaicrejection of this offer. Failure on the
part of the Contractor to reply will be considered asjection of contract extension.

LIABILITY INSURANCE:
(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include the following #he first, second, third and fourth
paragraphs:



The Contractor shall be liable for any losses reggllfrom a breach of the terms of this contract. The
Contractor shall be liable for any losses due to tigdigence or willful misconduct of its agents, assigns
and employees including any sub-contractors which causesgdatim others for which the Department is
found liable under the Torts Claims Act, or in the Gen@ualirts of Justice, provided the Department
provides prompt notice to the Contractor and that the Guptréas an opportunity to defend against
such claims. The Contractor shall not be respongiinlpunitive damages.

The Contractor shall at its sole cost and expensenohtai furnish to the Department an original standard
ACORD form certificate of insurance evidencing commergiaheral liability with a limit for bodily
injury and property damage in the amount of $5,000,000.00 menreace and general aggregate,
covering the Contractor from claims or damages for bodilyrynjpersonal injury, or for property
damages which may arise from operating under the contract bgnipdoyees and agents of the
Contractor. The required limit of insurance maydb¢ained by a single general liability policy or the
combination of a general liability and excess liability orbuetia policy. The State of North Carolina
shall be named as an additional insured on this commegeradral liability policy. The policy may
contain the following language as relates to the State asl@itional insured: “This insurance with
respect to the additional insured applies only to the etiantthe additional insured is held liable for
your or your agent’s acts or omissions arising out of arttheéncourse of operations performed for the
additional insured.”

The Contractor shall maintain all legally requiredurance coverage, including without limitation,
worker’'s compensation and vehicle liability, in the amouatgiired by law. Providing and maintaining
adequate insurance coverage is a material obligation of theacwmn and is of the essence of this
contract. All such insurance shall meet all lawshef $tate of North Carolina. Such insurance coverage
shall be obtained from companies that are authorizedbiadar such coverage and that are authorized by
the Commissioner of Insurance to do business in North Carolihe Contractor shall at all times
comply with the terms of such insurance policies.

Upon execution of the contract, provide evidence of the albsueance requirements to the Engineer.

SUBSURFACE INFORMATION:
(7-1-95) SP1G112 A

There isno subsurface information available on this project. The Cotatrashall make his own
investigation of subsurface conditions.

BIDS:

In accordance with GS 136-28.10, if the total bid amourthefcontract exceeds $500,000.00, the bid
will not be considered for award.

ENGINEER:

The Engineer for this project shall be the Division 2 Engin®ivision of Highways, North Carolina
Department of Transportation, acting directly or throughduly authorized representative, such
representative acting within the scope of particulaigassi duties or authority.

PAYMENT:

The Contractor may submit a request for partial paymeatmonthly basis, or other interval as approved
by the Engineer. Compensation for all pay items shall bedonrdance with th8tandard Specifications



The amount of partial payments will be based on the wodomplished and accepted as the last day of
the approved pay period.

Request for payment shall be made by Contractor’s Invoiceiged to:
NC Department of Transportation
Attn: Reed Smith, PE
209 S. Glenburnie Rd.
New Bern, NC 28560

All invoice items and unit costs shall correspond to cohtpay items. In the event of error or
discrepancy in items or unit costs, the Department netayn the invoice to the Contractor for correction.

PROSECUTION AND PROGRESS:

The Contractor’s operations are restricted to dayhghtrs. No work may be performed on Saturdays,
Sundays and Legal State holidays, unless specifically @ted by the Engineer Work shall only be
performed when weather and visibility conditions allow sgferations.

EXTENSION OF CONTRACT TIME:

Failure on the part of the Contractor to furnish bonds or fications or to satisfy preliminary
requirements necessary to issue the purchase order wiltomstitute grounds for extension of the
contract time. If the Contractor has fulfilled all pn@hary requirements for the issuance of a purchase
order, and the purchase order authorization is not avabhgtilee date of availability, the Contractor shall
be granted an extension equal to the number of calendath#agarchase order authorization is delayed
after the date of availability.

CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION OF TIME:

Any claims for additional compensation and/or extensadrtee completion date shall be submitted to
the Division Engineer with detailed justification withinrtki (30) days after receipt of the final invoice
payment. The failure of the Contractor to submit the ¢&imvithin thirty (30) days shall be a bar to
recovery.

CONTRACTOR CLAIM SUBMITTAL FORM:
(9-16-08) SP1G140

If the Contractor elects to file a written claim aquests an extension of contract time, it shall be
submitted on th&€ontractor ClaimSubmittal Form (CCSFavailable through the Construction Unit or
http://ncdot.org/doh/operations/dp chief eng/constructionumtgoranuals/

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC:
(12-19-06)(Rev 3-16-10) SP1 G151

Revise th&006 Standard Specificatioas follows:

Page 1-60, 107-2 Assignment of Claims Voideplace the reference fro@S. 143-3.30 G.S. 143B-
426.40A.



Page 1-69, 107-18 Contractor’s Responsibility for Workin the first paragraph, last sentence, replace
the wordlegally with the wordcontractually.

GIFTS FROM VENDORS AND CONTRACTORS:
(12-15-09) SP1 G152

By Executive Order 24, issued by Governor PerdueMNa@d G.S.8 133-32 is unlawful for any vendor

or contractor (i.e. architect, bidder, contractor, aamsion manager, design professional, engineer,
landlord, offeror, seller, subcontractor, supplier, or vendorjnake gifts or to give favors to any State
employee of the Governor's Cabinet Agencies (i.e. AdminisinatCommerce, Correction, Crime
Control and Public Safety, Cultural Resources, Environment atdr&l Resources, Health and Human
Services, Juvenile Justice and Delinquency Prevention, Rey@mansportation, and the Office of the
Governor). This prohibition covers those vendors and contsaetto:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the East gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requieats and exemptions, vendors and contractors
are encouraged to review Executive Order 24@&l § 133-32

Executive Order 24 also encouraged and invited other State Agdndmplement the requirements and
prohibitions of the Executive Order to their agencies. Venalodscontractors should contact other State
Agencies to determine if those agencies have adopted ExeQutlee 24.



DIVISION CONTRACT
PROJECT SPECIAL PROVISIONS — ROADWAY

GENERAL.:

The Contractor shall furnish all materials, equipmeatipt, and incidentals required to construct various
concrete items in the Carteret, Craven, and Pamliemtms. Payment will be made under the
appropriate item type as indicated on the bid form. #iepwork shall be considered incidental to these
pay items.

All work requested must be completed within 30 days ofication. The Department shall request no
less than a minimum of Five Hundred dollars ($500.00) wafrthiork per request.

CONTRACT BID QUANTITIES:

The Contractor shall note that the contract bid quantdiresused solely for determining the lowest
responsible bidder. The actual quantity of work will valyo minimum amount of work is guaranteed
under this contract.

DRIVEWAYS AND PRIVATE PROPERTY:

The Contractor shall maintain access to drivewaysafloresidents and property owners throughout the
life of the project. The Contractor shall not perform kvéor private citizens or other entities in
conjunction with this project.

DETECTABLE WARNINGS FOR PROPOSED CURB RAMPS:
(6-15-10) (Rev 8-16-11) SP8 R126

Description

Construct detectable warnings consisting of integratisédaruncated domes on proposed concrete curb
ramps in accordance with tB806 Standard Specificationglan details, the requirements of @& CFR
Part 36 ADA Standards for Accessible Desaymd this provision.

Materials

Detectable warning for proposed curb ramps sbatisist of integrated raised truncated domes. The
description, size and spacing shall conform to Section 8#&G&itandard Specifications.

Use material for detectable warning systems as shown hekéarerial and coating specifications must
be stated in the Manufacturers Type 3 Certification anBetiectable Warning systems must be on the
NCDOT Approved Product List for Curb Ramps.

Install detectable warnings created from one of the follownatgerials: precast concrete blocks or bricks,
clay paving brick, gray or ductile iron castings, mild stetinless steel, and engineered plastics, rubber
or composite tile. Only one material type for detectatdening will be permitted per project, unless
otherwise approved by the Engineer.



(A) Detectable Warnings shallconsist of a base with integrated raised truncated gamewhen
constructed of precast concret¢heyshall conform to the material requirements of Article-248
of theStandard Specifications.

(B) Detectable Warnings shalconsist of a base with integrated raised truncated dandsnay be
comprised of other materials including, but not limited to clay paving brick, gray iron or
ductile iron castings, mild steel, stainless steel, drengineered plastics, rubber or composite
tile, which are cast into the concrete of the curb ramps. ni&terial shall have an integral color
throughout the thickness of the material. The detectableingaishall include fasteners or
anchors for attachment in the concrete and shall be figmhigs a system from the manufacturer.

Prior to installation, the Contractor shall submithe Engineer assembling instructions from the
manufacturer for each type of system used in accordaribeArticle 105-2 of theStandard
Specifications The system shall be furnished as a kit containingaasemable materials and
consumable tools, required for the application. Theyl sf®lcapable of being affixed to or
anchored in the concrete curb ramp, including green cengceincrete that has set but not
appreciably hardened). The system shall be solvent ineecantain no volatile organic
compounds (VOC). The static coefficient of frictidma#f be 0.8 or greater when measured on
top of the truncated domes and when measured between the adoawpidance with ASTM
C1028 (dry and wet). The system shall be resistant toiatetéon due to exposure to sunlight,
water, salt or adverse weather conditions and imperviouseggadation by motor fuels,
lubricants and antifreeze.

© When steel or gray iron or ductile iron casting produatspaovided, only products that meet the
requirements of Article 106-1(B) of thetandard Specificationsiay be used.Submit to the
Engineer a Type 6 Certification, catalog cuts and insiatigirocedures at least 30 days prior to
installation for all.

Construction Methods

(A) Prior to placing detectable warnings in proposed conaetb ramps, adjust the existing
subgrade to the proper grade and in accordance wittle\848-3 of th&tandard Specifications

(B) Install all detectable warning in proposed concrete cwimps in accordance with the
manufacturer’'s recommendations.

Measurement and Payment

Detectable Warnings installed for construction of proposetd camps will not be paid for separately.
Such payment will be included in the price bid @wncrete Curb Ramps

CONCRETE SIDEWALKS, DRIVEWAYS AND CURB RAMPS:
(8-16-11) R8 R128

Revise the2006 Standard Specifications as follows:

Page 8-35, Section 848 CONCRETE SIDEWALKS, DRIVEWAYS AND CUB RAMPS, replace
“wheelchair” with “curb” throughout the section.

Page 8-35, Article 848-2 Materialsreplace the last paragraph with the following:



Detectable warnings may be precast concrete blocksher epproved material. Construct detectable
warning truncated domes in accordance with details amd.pla

Page 8-36, Article 848-3 Construction Requirementggeplace the last sentence of the last paragraph
with the following:

The surface of the domes shall contrast visibly withiaijg surfaces, either light-on-dark or dark-on-
light sequence, covering the entire ramp.

Page 8-36, Article 848-4 Measurement and Paymentgplace the pay item “Concrete Wheelchair
Ramps” with “Concrete Curb Ramps.” The pay item list mclude the following:

Payment will be made under:

Pay Item Pay Unit
Concrete Curb Ram Eact

REMOVAL OF EXISTING CURB & GUTTER:

The Contractor shall furnish all equipment and labor seamy for removing existing curb and gutter
when applicable and as directed by the Engineer. The Comtveititbe required to dispose of all curb
and gutter removed. The Contractor will only be alloveeretnove a quantity of curb and gutter that can
be replaced back in the same day. If more curb and gsittemoved than can be replaced on a given
day, the Contractor shall backfill all open trenchesrpto halting operations for that day. All work
associated with backfilling and subsequent removal ofnfditerial shall be done at no cost to the
Department.

Payment for this work will be made under:

Pay Item Pay Unit
Removal of Existing Curb & Gutter Linear Feet

HIGH STRENGTH CONCRETE FOR DRIVEWAYS:
(11-21-00) (7-18-06) SP10 RO1

Use high early strength concrete for all driveways shawthé plans and as directed by the Engineer.
Provide high early strength concrete that meets the mmamts of Article 1000-6 of th8tandard
Specifications

Measurement and payment will be in accordance withde848 of theStandard Specifications.

VOLUMETRIC CONCRETE BATCHING:
(5-18-10) R10 R13

Revise th&006 Standard Specificatioas follows:
Page 10-19afterArticle 1000-12 add the following as a new article:

1000-13 VOLUMETRIC MIXED CONCRETE



Upon written request by the contractor, the Departmexyt approve the use of concrete proportioned by
volume. The volumetric producer must submit and have approvedcasproontrol plan and product
quality control plan by the Materials and Tests Unit. dharete is proportioned by volume, the other
requirements of these specifications with the followmgdifications will apply. Unless otherwise
approved by the Department, use of concrete proportioned bsneahall be limited to Class B concrete
and a maximum of 30 cubic yards per unit per day.

(A) Materials

Use materials that meet the requirements for the ce@gpatems in theStandard Specifications
except that they will be measured by a calibrated volwmeight relationship.

Storage facilities for all material shall be desigbegermit the Department to make necessary
inspections prior to the batching operations. The faslishall also permit identification of
approved material at all times, and shall be designed/éa mixing with or contaminating by
unapproved material. Coarse and fine aggregate shall lieHed and handled so variations in
the moisture content affecting the uniform consistendh@toncrete will be avoided.

Moisture content of the coarse and fine aggregate withbee available onsite for the Engineer’s
review for each load. The frequency of moistureirigstvill be dependent on certain variables
such as weather, season and source; however, moisturghiasiis be performed at least once at
the beginning of the work day for each source materialditional daily moisture tests for the
coarse and fine aggregate shall be performed if regpibstthe Engineer.

Unused materials should be emptied from hopper daily. r€@nshould not be mixed with
materials that have been left in the hopper overnight.

(B) Equipment

Provide volumetric mixers with rating plates indicatihgttthe performance of the mixer is in
accordance with the Volumetric Mixer Manufacturer Bureaedquivalent. Mixers must comply
with ASTM C685. Unless otherwise specified, all mixoperations must be in strict accordance
with the manufacturer's recommended procedures. Such proceshakse provided to the
Department for review upon request.

The volumetric mixer shall be capable of carrying sigfic unmixed dry bulk cement, pozzolan
(if required), fine aggregate, coarse aggregate, admsxaurd water, in separate compartments
and accurately proportioning the specified mix. Eachhdagcor mixing unit (or both) shall
carry in a prominent place a metal plate or plates oehwdiie plainly marked the gross volume
of the unit in terms of mixed concrete, discharge sgeebthe weight-calibrated constant of the
machine in terms of a revolution counter or other output atdrc

The concrete mixing device shall be an auger-type contgwmaixer used in conjunction with
volumetric proportioning. The mixer shall produce concretgorm in color and appearance,
with homogeneous distribution of the material throughout the mixtifiging time necessary to
produce uniform concrete shall be established by the amotr and shall comply with other
requirements of these specifications. Only equipniembhd acceptable in every respect and
capable of producing uniform results will be permitted.

Each volumetric mixer shall be equipped with an onbaaketing system that will electronically
produce a record of all material used and their respestights and the total volume of concrete

10



(©)

(D)

placed. Alternate methods of recordation may be useghproved by the Engineer. Tickets
should also identify the following information, at minimum:

e Contractor Name
e Contractor Phone Number
*  NCDOT Project No. and TIP No.

e Date
e Truck No.
* Ticket No.

* Time Start/End of Pour
* Mix ID & Description (Strength)
* Aggregate Moisture Before Mixing

Proportioning Devices

Volume proportioning devices, such as counters, calibratedog&nings or flow meters, shall be
easily accessible for controlling and determining the quesitiff the ingredients discharged. All
indicating devices that affect the accuracy of proportioaimgy mixing of concrete shall be in full
view of and near enough to be read by the operator and Engineer aamitrete is being

produced. In operation, the entire measuring and dispemsedhanism shall produce the
specified proportions of each ingredient.

The volumetric mixer shall provide positive control of the flolwvater and admixtures into the
mixing chamber. Water flow shall be indicated by a flmeter and be readily adjustable to
provide for slump control and/or minor variations in aggregavisture. The mixer shall be
capable of continuously circulating or mechanically agitathe admixtures.

Liquid admixtures shall be dispensed through a controtiatibrated flow meter. A positive
means to observe the continuous flow of material shaprbeided. If an admixture requires
diluting, the admixture shall be diluted and thoroughly mixedrgo introducing the admixture
into the dispenser. When admixtures are diluted, the ratibldfon and the mixing shall be
approved by and performed in the presence of the Department

The volumetric mixer shall be capable of measuremenewfent, pozzolan (if required), liquids
and aggregate being introduced into the mix.

Calibration

Volume-weight relationships will be based on calibratiorhe Pproportioning devices shall be
calibrated by the contractor prior to the start of dd@DOT job, and subsequently at intervals
recommended by the equipment manufacturer. Calibrationevglerformed in the presence of
the Department and subject to approval from the Departm@alibration of the cement and
aggregate proportioning devices shall be accomplished mhivg (determining the mass of)
each component. Calibration of the admixture and water propmrg devices shall be
accomplished by weight (mass) or volume. Tolerances opaptioning the individual
components will be as follows:

11



TABLE 1000-4
VOLUMETRIC MIXED CONCRETE CALIBRATION
PROPORTION TOLERANCES

Item Tolerance
Cement, Weight (Mass) perc 0 to +¢
Fine Aggregate, Weight (Mass) perc +2
Coarse Aggregate, Weight (Mass) per +2
Admixtures, Weight (Mass) or Volume perc +3
Water, Weight (Mass) or Volume perc +1

Each volumetric mixer must be accompanied at all timesomypteted calibration worksheets
and they shall be made available to the Department upoastequ

(E) Verification of Yield

Verification of the proportioning devices may be requiegdany time by the Department.
Verification shall be accomplished by proportioning thekraod sand based on the cement meter
count for each concrete mobile mixer. Once the c{nanwblutions) for 94 pounds of cement has
been determined then delivery of the correct amount ofandksand can be verified.

(3) Uniformity

When concrete is produced, have present during all batchiegatams a Certified Concrete
Batch Technician. During batching and placement, thedsmieof this employee is to supervise
the production and control of the concrete, perform moistuts, tagjust mix proportions of
aggregates for free moisture, complete and sign approvecbrgetickets, and assure quality
control of the batching.

Two samples of sufficient size to make the requiredstesll be taken after discharge of
approximately 15 and 85 percent of the load. Each of thenples of concrete will be separately
tested for the properties listed in Table 1000-3. Tedtdbwiconducted in accordance with the
test procedures specified in Table 1000-3 or procedures sh@blby the Materials and Tests
Unit. The Engineer may recheck mixer performance atiarg/when in his opinion satisfactory
mixing is not being accomplished.

WATER FOR CONCRETE:
(10-19-10) SP10 R17

Revise theStandard Specificatiorfer Roads and Structuress follows:

Page 10-63, Article 1024-4geplace article with the following:

1024-4 WATER

Ensure that water used to condition, wash, or as anrahtpgrt of materials is clear and free from
injurious amounts of oil, acid, alkali, organic mattar,other deleterious substance. It shall not be salty
or brackish. Water used in the production of concreteroutgshall be from wells or public water

systems which are suitable for drinking and must meet theteria listed in
Table 1024-1.
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Test all water from wells and public water supplies frohoat of state locations and in the following
counties: Beaufort, Bertie, Brunswick, Camden, Catte€howan, Craven, Currituck, Dare, Gates,
Hyde, New Hanover, Onslow, Pamlico, Pasquotank, Pender,ifarg Tyrell, and Washington unless
the Engineer waives the testing requirements. Water franugicipal water supply in all other NC
counties may be accepted by the Engineer without testing.

TABLE 1024-1
ACCEPTANCE CRITERIA FOR WATER
USED IN THE PRODUCTION OF CONCRETE

Requirement Limit Test Methoo
Compressive Strength, minimu 90 percent NCDOT Modified /
percent of control at 3 and 7 days P AASHTO T106
Time of set. deviation from control From 1:00 hr. earlie NCDOT Modified /

' to 1:30 hr. later AASHTO T131

NCDOT Modified /
pH 45108.5 AASHTO T26
Chloride lon Content, Ma 250 ppn ASTM D51z
NCDOT Modified / Standard Methot
Total Solids Content (Residue), Max. 1000 ppm for Examination of Water and
Wastewater
o . NCDOT Modified /
Resistivity, Min. 0.500 kohm-cm ASTM D1125
NCDOT Modified /
Sulfate as SQ Max. 1500 ppm ASTM D516
Presence cSuga None NCDOT Procedut
. , NCDOT Modified /
Dissolved Organic Matter None AASHTO T26

Page 10-65, Article 1026-4eplace article with the following:
1026-4 WATER

All water used for curing concrete shall meet the requards of Article 1024-4 and
Table 1024-1. Water from wells, streams, ponds, or publiernggstems may be used.

CHANNELIZING DEVICES (Drums):
7-20-10 SP10 R60

Revise th&006 Standard Specificatioas follows:
Page 10-236, Subarticle 1089-5(A) Drums (1) Geneyaéplace the paragraph with the following:
(2) General

Provide drums composed of a body, alternating orange and4vb#ad pattern of Type llI-High
Intensity Microprismatic Sheeting and ballasts that meen evaluated by NTPEP.

The following guidelines will be used during the transitioonf drums with the standard 5 band
engineer’s grade sheeting to the new 4 band configuration.
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(@) All new drums purchasedfter July 20, 2010shall have the new sheeting and 4 band
configuration.

(b) Existing 5 band drums with engineer’'s grade sheeting (bathamel used devices in
existing inventories) will be allowed for use on all onnAgp construction projects until
project completion and will also be allowed for use onrofitejects until a sunset date has
been established.

(c) Intermixing of “old drums” and “new drums” on the sapmeject is acceptable during the
transition.

(d) 4 band drums with engineer’s grade sheeting will notlbeved at anytime.

Page 10-236, Subarticle 1089-5(A) Drums (3) Retroreflective §ies, replace the paragraph with the
following:

()

Retroreflective Bands

Provide a minimum of 4 retroreflective bands- 2 orange andhievalternating horizontal
circumferential bands. The top band shall always be oradge a 6” to 8" wide band Type IlI-
High Intensity Microprismatic Retroreflective Sheetingbetter that meets the requirement of
Section 1093 for each band. Do not exceed 2” for any non-ieflespiaces between orange and
white stripes. Do not splice the retroreflective sheetimgreate the 6-inch band. Apply the
retroreflective sheeting directly to the drum surfaceo Hot apply the retroreflective sheeting
over a pre-existing layer of retroreflective sheeting. Db ptace bands over any protruding
corrugations areas. No damage to the reflective shestingld result from stacking and
unstacking the drums, or vehicle impact.

Page 10-237, Subarticle 1089-5(B) Skinny-Drums (1) Generalgplace the paragraph with the
following:

(1)

General

All existing skinny-drums that do not have Type llI-Higtidnsity Microprismatic Sheeting as a
minimum will have the same transition requirements asndras stated above. Aéw skinny-
drums purchasedifter July 20, 2010shall have Type Ill-High Intensity Microprismatic Shegt
as the minimum. Type IV and higher grade sheeting is accegdtablise on both new and used
devices.

Provide skinny-drums composed of a body, reflective bandd, baflasts that have been
evaluated by NTPEP.

Page 10-237, Subarticle 1089-5(B) Skinny Drums (3) Retroreflecti&ripes, replace the paragraph
with the following:

@)

Retroreflective Bands

Provide a minimum of 4 retroreflective bands- 2 orange andhievalternating horizontal

circumferential bands for each skinny-drum. The top I=adl always be orange. Use a 6” to
8” wide band Type IlI-High Intensity Microprismatic Retrideetive Sheeting or better that
meets the requirement of Section 1093 for each band. oDexaeed 2" for any non-reflective
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spaces between orange and white stripes. Do not spéaetroreflective sheeting to create the
6-inch band. Apply the retroreflective sheeting directlyhegkinny-drum surface. Do not apply

the retroreflective sheeting over a pre-existing layer abreflective sheeting. Do not place

bands over any protruding corrugations areas. No damalge teftective sheeting should result

from stacking and unstacking the skinny-drums, or vehicledimpa

TRAFFIC CONTROL.:

The Contractor shall maintain traffic during construction g@rovide, install, and maintain all traffic
control devices in accordance with these project guidelines,Ptbgect Special Provisions, North
Carolina Department of TransportatiStandard Specifications for Roads and Structuaesl the current
edition of theManual of Uniform Traffic Control DevicgsMUTCD).

The Contractor shall utilize complete and proper trafbotmls and traffic control devices during all
operations. All traffic control and traffic control dewceequired for any operation shall be functional
and in place prior to the commencement of that operati®igns for temporary operations shall be
removed during periods of inactivity. The Contractor isimegl to leave the project in a manner that will
be safe to the traveling public and which will not impedéamsts.

Traffic movements through lane closures on roads withviay traffic shall be controlled by flaggers
stationed at each end of the work zone. In situations veinghedistance is limited, the Contractor shall
provide additional means of controlling traffic, including, but fimited to, two-way radios, pilot
vehicles, or additional flaggers. Flaggers shall be compeirsonnel, adequately trained in flagging
procedures, and furnished with proper safety devices angreeni, including, but not limited to, safety
vests and stop/slow paddles.

All personnel when working in traffic areas or areaslase proximity to traffic shall wear an approved
safety vest, or shirt or jacket which meets the colouirements of theManual of Uniform Traffic
Control DevicefMUTCD).

The Contractor shall comply with all applicable Fedesgte, and local laws, ordinances, and regulations
governing safety, health, and sanitation, and shall providef@gards, safety devices, and protective
equipment, and shall take any other needed actions, on msresponsibility that are reasonably
necessary to protect the life and health of employees onlitangbthe safety of the public, and to protect
property in connection with the performance of the work caéry the contract.

Failure to comply with any of the requirements for saéetgl traffic control of this contract shall result in
suspension of work as provided in subarticle 108-7(2) obtardard Specifications

There shall be no direct payment for performing TraffiontCol operations, as this work will be
considered incidental to the contract.

WORK ZONE TRAFFIC CONTROL:
(8-16-11) SP11 R20

Revise the2006 Standard Specifications as follows:

Page 11-3, Article 1101-12 Traffic Control Supervisionin addition to the stated requirements, add the
following:

15



Provide the service of at least one qualified Work Zone iSigme. The Work Zone Supervisor shall
have the overall responsibility for the proper implemearaof the traffic management plan, as well as
ensuring all employees working inside the NCDOT Right of Wayehreceived the proper training
appropriate to the job decisions each individual is requaoedake.

The work zone supervisor is not required to be on sitdl dimees but must be available to address
concerns of the Engineer. The name and contact informafidghe work zone supervisor shall be
provided to the Engineer prior to or at the preconstructiorecencte.

Qualification of Work Zone Supervisors shall be done by aD®T approved training agency or other
approved training provider. For a complete listing of these the Work Zone Traffic Control’'s
webpage, http://www.ncdot.gov/doh/preconstruct/wztc/.

Page 11-13, Article 1150-3 Construction Methodseplace the article with the following:

Provide the service of properly equipped and qualified fleygésee Roadway Standard
DrawingsNo. 1150.01) at locations and times for such period as necessahefoontrol and protection
of vehicular and pedestrian traffic. Anyone who controffitres required to be qualified. Qualification
consists of each flagger receiving proper training in thegeind techniques of safely and competently
performing a flagging operation. Qualification of flagger$a be done at an NCDOT approved training
agency. For a complete listing of these, see the Work ZoradficT Control's webpage,
http://www.ncdot.gov/doh/preconstruct/wztc/.

Prior to beginning work on the project, a Qualification Steet that all flaggers used on the project have
been properly trained through an NCDOT approved traireagurce shall be provided to the Engineer.

Flagging operations are not allowed for the convenience oCtweractor’'s operations. However, if
safety issues exist (i.e. sight or stopping sight diglartbe Engineer may approve the use of flagging
operations. Use flagging methods that comply with the gaigein the MUTCD.

SEEDING AND MULCHING:

Upon completion and backfill of a section of work, seedind mulching operations will be performed
by State forces. All backfilled material shall begp&ble of supporting vegetation and shall meet the
requirements of Article 560-2.
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(5-20-08)

STANDARD SPECIAL PROVISION

AVAILABILITY OF FUNDS — TERMINATION OF CONTRACTS

Z-2

General Statute 143C-6-11. (h) Highway Appropriat®hereby incorporated verbatim in this contract

as follows:

(h)

Amounts Encumbered. — Transportation project appropriatizeng be encumbered in the
amount of allotments made to the Department of Trandmortédy the Director for the
estimated payments for transportation project contract workbe performed in the
appropriation fiscal year. The allotments shall betiyear allotments and shall be based on
estimated revenues and shall be subject to the maximutracbrauthority contained in
General Statutd43C-6-11©. Payment for transportation project work performed putsuan
to contract in any fiscal year other than the current Ifigear is subject to appropriations by
the General Assembly. Transportation project contraet$ stntain a schedule of estimated
completion progress, and any acceleration of this proghedisbe subject to the approval of
the Department of Transportation provided funds are availabihe State reserves the right
to terminate or suspend any transportation project con@adt any transportation project
contract shall be so terminated or suspended if fundsetilbe available for payment of the
work to be performed during that fiscal year pursuanth® contract. In the event of
termination of any contract, the contractor shall be givewitien notice of termination at
least 60 days before completion of scheduled work for lwhinds are available. In the
event of termination, the contractor shall be paid for wweek already performed in
accordance with the contract specifications.

Payment will be made on any contract terminated pursoathiet special provision in accordance with
Article 108-13(E), of theNorth Carolina Department of Transportation Standard Specifications for
Roads and Structuredated July 1, 2006.
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STANDARD SPECIAL PROVISION

ERRATA
(7-21-09) - 2.4

Revise theStandard Specifications for Roads and Structures July 80G8I projects as follows:
Division 1

Page 1-1, replace AREA - American Railway Engineeringogission with American Railway

Engineering and Maintenance of Way Association.

Page 1-7, removel- in middle of page after INVITATION TO BID and before BORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to left margin. dt & part of this subarticle, but part of the
entire article.

Division 2
Page 2-9, Subarticle 225-1(C)Y paragraph, % line, last word, add a “d” to make the word grade
becomegraded.
Page 2-15, Subarticle 226-3, 5th paragraph, first line, refii@eogordin with the words.

Page 2-23, Subarticle 235-4(B)(9), at the end of the sentepdace finished greater with finishgoade.
Page 2-28, Article 260-3, First paragraph, second line, remoweattofoot.

Division 3
Page 3-13, Article 340-4, Second paragraph, change Flowable IBackfowableFill

Division 4
Page 4-29, Article 420-13(A) Description, change reference fregtidh 1082 tdArticle 1081-6.
Page 4-40 Subarticle 420-17(F) first line, change Subarticle 420-t/(B) herein.
Page 4-70, Article 442-13(B) Second sentence, change SSPCEBtodeSPC Guidé.
Pages 4-72, 4-74, 4-76, at the top of the page, substitute the h8adiimmn 452 with Sectio4b0.
Page 4-79, at the top of the page, substitute the heading SectioitldS@etion452
Page 4-80, change 452-7 to 453t the top of the page.
Page 4-80, change Pay Iltem ___ Steel Pile Retaining WaBketoPile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word Measurement lvattvordPAYMENT

Division 5

Page 5-8, Article 501-15 Measurement and Payment, delete tpardiraph that begins The quantity of
lime, measured as provided ...

Page 5-14, Article 520-11 Measurement and Payment, firstrpptagecond line, deleiell be.
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Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 8iti8-&184.

Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs from tgm taathe right under the
number (13).

Page 6-43, Article 610-8, 4th paragraph, remove thetffiest

Page 6-44, 2nd full paragraph; dentence, delete the firmtd and addransverse just before cross-slope
control.

Page 6-51, at the top of the page, &id-14 on the same line, and just before the heading
MAINTENANCE.

Page 6-53, Article 620-4 sixth paragraph, second line; the thatcghould bevhich.
Page 6-66, title, Replace EXISTNG wWHXISTING

Page 6-66, Article 657-1, Description, first sentence, cepRS/AR (hot-poured rubber asphalt with
applied joint sealer.

Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asphiathe following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substitute the heading Sectiortlf6S¢etion657.

Page 6-67, Article 657-3 Construction Methods, 2nd paragraph, eedpB@R sealant withot applied
joint sealer.

Page 6-71, 660-9(B)(1), Replace the first sentence of theéragraph with the following:

Using the quantities shown inTable 660-1, apply asphalt material to the existing surface followed
by an application of No. 78 M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentenioe lawttom of the page.

Page 6-90, Article 663-5, first paragraph, first sentencangd 500F t&0°F; third paragraph, fourth
sentence change 3250F3256°F.

Division 7
Page 7-12, at the top of the page, substitute the heading Sectinily 8&ction700.
Page 7-15, Article 710-9, 4th paragraph, last line, change 710-+0lL{Rp-1D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, refaseavation withExcavation
Page 8-35, Article 848-2, ltem: Replace Cncrete ®ihcrete
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Division 9
Page 9-2, adé01-3 just before CONSTRUCTION METHODS
Division 10

Page 10-12, near bottom of page &@8) before Proportioning and Mixing of Modified Compositions,
which should be bold type.

Page 10-28, at the top of the page, substitute Sectidhf@00005.

Page 10-54, Subarticle 1018-2A), First line, subst{tdjdor Il, third line, substitut¢B)(2) for II-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute Sectionitt0$8atron1020.

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to

Page 10-84, Article 1042-2 Testing, last sentence, replaceditiealterations with the worgycles.
Page 10-100, Table 1056-1, replace on the line for TrapezoidaSireagth:

Type 1 Type 2 Type & Type ¢
Class / Class t Soil Stabilizatiol
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentthoejust before cold-forged sleeve.
Pages 10-136 through 10-147, at the top of the page, substitute 36¢dowith Sectiori072.

Page 10-157, Article 1077-11, first paragraph, change the refefesroe Subarticle 420-18(B) to
Subarticle 42Qt7(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTMID335
Page 10-211, at the top of the page, substitute Section 1081ewsitbr082.
Page 10-229, adtD88-6 BLANK on the line above 1088-7 TUBULAR MARKERS.
Page 10-244, adtb89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumbeslés 1098-7 through 1098-17 as Articles
1098-6 through 1098-16 consecutively.
Division 12
Page 12-21 Add266-2 just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentemse/ihe, replace made wittaid for.
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Division 15
Page 15-2 adii500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY WORK.

Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line witlioll@ving: Provide shielding or
shoring as required under Section 150 or asrequired elsewhere in the contract.

Page 15-5, add505-6 on the same line and just before the heading MEASUREMENT AND
PAYMENT. (Remove the period after PAYMENT.)

Page 15-6, Article 1505-6(3), deléteSection 117%nd replace it witlelsewhere in the contract

Page 15-8, add510-4 on the same line and just before the heading MEASUREMENT AND
PAYMENT.

Page 15-10, substituBLANK for CONSTRUCTION REQUIREMENTS on the same line and jus
before 1515-4.

Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements
Page 15-10, Article 1515-4, a@d) just before the bolded Fire Hydrants.
Page 15-13, Article 1520-3, 8th paragraph, gipé after diameter.

Page 15-22, add540-3 on the same line and just before the heading CONSTRUCTION
REQUIREMENTS.

Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT wMiEASUREMENT AND
PAYMENT.
Division 16

Page 16-12, Subarticle 1632-1(C) % Inch hardware cloth, chhegeinimum width from 24 inches
to 48 inches.

END
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STANDARD SPECIAL PROVISION

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)
(3-18-03) 7.04a

Within quarantined area

This project may be within a county regulated for plantl/or pests. If the project or any part of the
Contractor's operations is located within a quaradtiaeea, thoroughly clean all equipment prior to
moving out of the quarantined area. Comply with feder&d/stegulations by obtaining a certificate or
limited permit for any regulated article moving from thearantined area.

Originating in a quarantined county

Obtain a certificate or limited permit issued by theCNDepartment of Agriculture/United States
Department of Agriculture. Have the certificate orited permit accompany the article when it arrives at
the project site.

Contact

Contact the N.C. Department of Agriculture/United Stddepartment of Agriculture at 1-800-206-9333,
919-733-6932, ohttp://www.ncagr.com/plantindb determine those specific project sites located in the
qguarantined area or for any regulated article usetiisrptoject originating in a quarantined county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and desetipnanure, separately or with other
articles. This includes movement of articles listed alibsemay be associated with cut/waste, ditch
pulling, and shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamental plants.

Hay, straw, fodder, and plant litter of any kind.

Clearing and grubbing debris.

Used agricultural cultivating and harvesting equipment.

Used earth-moving equipment.

Any other products, articles, or means of conveyance, otlaamacter, if determined by an inspector
to present a hazard of spreading imported fire apisygynoth, witchweed or other noxious weeds.

©CoNoO~WN
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(7-21-09)

FEDERAL.:

STATE:

STANDARD SPECIAL PROVISION

MINIMUM WAGES

Z-5

The Fair Labor Standards Act provides that with ceraceptions every employer shall
pay wages at the rate of not less than SEVEN DOLLARS ANZENTY FIVE CENTS
($7.25) per hour.

The North Carolina Minimum Wage Act provides that evemployer shall pay to each
of his employees, wages at a rate of not less than SEMBN_ARS AND TWENTY
FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employed on thigtract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedh@ dontract shall be
SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this contrsitall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the application of tad to the contract on this
project is the responsibility of the Contractor.

The Contractor shall have no claim against the Depattok Transportation for any changes in the
minimum wage laws, Federal or State. It is the redpiibs of the Contractor to keep fully informed of
all Federal and State Laws affecting his contract.
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Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dudsns solemnly swears (or affirms) that neither he, amyr
official, agent or employee of the bidder has enteremlanly agreement, participated in any collusion, or otherteiken any
action which is in restraint of free competitive bidding emmection with any bid or contract, that the bidder has not been
convicted of violatingN.C.G.S. § 133-24ithin the last three years, and that the Bidder inteéad$o the work with its own
bonafide employees or subcontractors and is not bidding faretiefit of another contractor.

In addition, execution of this bid in the proper manner alsatitores the Bidder's certification of status under peralgyerjury
under the laws of the United States in accordance with tharBebt Certification attached, provided that the Debarment
Certification also includes any required statementsegoimg exceptions that are applicable.

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, or acceptancary State Employee of any gift from anyone
with a contract with the State, or from any person seekirp business with the State. By execution of any resporihes
procurement, you attest, for your entire organization andriployees or agents, that you are not aware that amygstibas
been offered, accepted, or promised by any employeesiobyganization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attesi By
Secretary/Assistant Secretary President/Vice R¥eilissistant Vice President
Select appropriate tit Select appropriate tit
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me thi NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expire:




Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Bidder, being duly svebemrdy swears (or affirms) that neither he, nor
any official, agent or employee of the bidder has entered intogaegraent, participated in any collusion, or otherwise
taken any action which is in restraint of free competitiwlinig in connection with any bid or contract, that the bidder
has not been convicted of violatifgC.G.S. § 133-24vithin the last three years, and that the Bidder intends to do the
work with its own bonafide employees or subcontractors and is not bidding for #fé béanother contractor.

In addition, execution of this bid in the proper manner also ¢otestithe Bidder's certification of status under penalty of
perjury under the laws of the United States in accordance witbeharment Certification attached, provided that the
Debarment Certification also includes any required statements concetogmjiens that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptance lyyState Employee of any gift from
anyone with a contract with the State, or from any persekirgg to do business with the State. By execution of any
response in this procurement, you attest, for your entire oegamzand its employees or agents, that you are not aware
that any such gift has been offered, accepted, or promised by any employeesoafgoization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:




Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, being duly svebemrdy swears (or affirms) that neither he, nor
any official, agent or employee of the bidder has entered intogaegraent, participated in any collusion, or otherwise
taken any action which is in restraint of free competitiwlinig in connection with any bid or contract, that the bidder
has not been convicted of violatifgC.G.S. § 133-24vithin the last three years, and that the Bidder intends to do the
work with its own bonafide employees or subcontractors and is not bidding for #fé béanother contractor.

In addition, execution of this bid in the proper manner also ¢otestithe Bidder's certification of status under penalty of
perjury under the laws of the United States in accordance witbeharment Certification attached, provided that the
Debarment Certification also includes any required statements concetogmjiens that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptance lyyState Employee of any gift from
anyone with a contract with the State, or from any persekirgg to do business with the State. By execution of any
response in this procurement, you attest, for your entire oegamizand its employees or agents, that you are not aware
that any such gift has been offered, accepted, or promised by any employeesoafgoization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Witness Signature of Member/Manager/Authorized Agent
Select appropriate tit

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me thi NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expire:




Contract No._2.201611, 2.2016211, Etc
Counties_Carteret, Craven, Pamlico

Rev. 4-19-11

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the Bidteing duly sworn, solemnly swears (or affirtgt neither he, nor any official, agent or
employee of the bidder has entered into any agregmarticipated in any collusion, or otherwisegalkany action which is in restraint of free
competitive bidding in connection with any bid @ntract, that the bidder has not been convictedalatingN.C.G.S. § 133-24ithin the last
three years, and that the Bidder intends to dontbik with its own bonafide employees or subcontectind is not bidding for the benefit of
another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiorstatus under penalty of perjury under the laws
of the United States in accordance with the Debatn@ertification attached, provided that the DebemmCertification also includes any
required statements concerning exceptions thaigpkcable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, oceqtance by, any State Employee of any gift froiyoae with a contract
with the State, or from any person seeking to deiriess with the State. By execution of any respamshis procurement, you attest, for your
entire organization and its employees or agentd, you are not aware that any such gift has beéareaf, accepted, or promised by any
employees of your organization.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and execut8.Joint Venturers Fill in lines (1), (2), (3) and (4) and execut®n
Line (1), fill in the name of the Joint Venture Cpamy. On Line (2), fill in the name of one of tjmént venturers and execute below in the
appropriate manner. On Line (3), print or type mtiagne of the other joint venturer and execute beiothe appropriate manner. On Line (4),
fill in the name of the third joint venturer, if plicable and execute below in the appropriate manne

@
Name of Joint Venture
@
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of €actor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal and
©)
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of €actor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal and
4
Name of Contractoffor 3 Joint Venture only)
Address as prequalified
Signature of Witness or Attest By Signature of €actor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal
NOTARY SEA NOTARY SEA

Affidavit must be notarized for Line
Subscribed and sworn to before me this
day of 20

Signature of Notary Public

of County
State of

My Commission Expires:

Affidavit must be notarized for Line
Subscabedsworn to before me this
day of 20

NOTARY SEA
Affidavit must be notarized for Line
Subscribed and sveohefore me this
_dayof 20

Signature of Notary Rubl
of County
State _of

My Commis&apires:

Signature of Notary Public
of County
State of

My Commission Expires:



Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Bidder, being duly seaemnly swears (or affirms) that neither he,
nor any official, agent or employee of the bidder has entered mtcagreement, participated in any collusion, or
otherwise taken any action which is in restraint of free competitddirg in connection with any bid or contract, that the
bidder has not been convicted of violatidC.G.S. § 133-24ithin the last three years, and that the Bidder intends to do
the work with its own bonafide employees or subcontractors andtibidding for the benefit of another contractor.

In addition, execution of this bid in the proper manner also cotestithe Bidder's certification of status under penalty of
perjury under the laws of the United States in accordance witbeharment Certification attached, provided that the
Debarment Certification also includes any required statememtgrrong exceptions that are applicable.

N.C.G.S. § 133-32and Executive Order 24 prohibit the offer to, or acceptancerlyyState Employee of any gift from
anyone with a contract with the State, or from any persekirsg to do business with the State. By execution of any
response in this procurement, you attest, for your entire org@aniznd its employees or agents, that you are not aware
that any such gift has been offered, accepted, or promised by any employees ofatinaiiog.

SIGNATURE OF CONTRACTOR
Name of Contractt

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Indiviglua

Print or type Signer's name Print or type Signer'senam

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me thi NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expire:




Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, beingsiubyn, solemnly swears (or affirms) that neither he amy
official, agent or employee of the bidder has enter&m any agreement, participated in any collusion, or otisertaken any
action which is in restraint of free competitive biddingconnection with any bid or contract, that the bidder has nat bee
convicted of violatingN.C.G.S. 8 133-24ithin the last three years, and that the Bidder intends ttheowork with its own
bonafide employees or subcontractors and is not bidding fobehefit of another contractor.

In addition, execution of this bid in the proper manner alsatitotes the Bidder's certification of status under perafliyerjury
under the laws of the United States in accordance with tharBent Certification attached, provided that the Debairme
Certification also includes any required statements comgeexceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or accegtdny; any State Employee of any gift from anyone
with a contract with the State, or from any person seekirdp business with the State. By execution of any resporibes
procurement, you attest, for your entire organization emdmployees or agents, that you are not aware thatuahygsft has
been offered, accepted, or promised by any employeesipbyganization.

SIGNATURE OF CONTRACTOR
Name of Contractt

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer's name
AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expire:




Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

DEBARMENT CERTIFICATION
Conditions for certification:

1. The prequalified bidder shall provide immediate written mot@ the Department if at any
time the bidder learns that his certification was eroosevhen he submitted his debarment
certification or explanation that is file with tlbepartment, or has become erroneous because
of changed circumstances.

2. The termscovered transaction, debarred, suspended, inekgilbbwer tier covered
transaction, participant, person, primary coverednsaction, principal, proposaknd
voluntarily excludedas used in this provision, have the meanings set out iDefiritions
and Coverage sections of the rules implementing Exec@nder 12549. A copy of the
Federal Rules requiring this certification and detailingdéénitions and coverages may be
obtained from the Contract Officer of the Department.

3. The prequalified bidder agrees by submitting this form, thawii not knowingly enter into
any lower tier covered transaction with a person whaebarred, suspended, declared
ineligible, or voluntarily excluded from participatiom NCDOT contracts, unless authorized
by the Department.

4. For Federal Aid projects, the prequalified bidder further agtieat by submitting this form
he will include the Federal-Aid Provision titl&kequired Contract Provisions Federal-Aid
Construction Contract (Form FHWA PR273) provided by the Department, without
subsequent modification, in all lower tier covered trahsas.

5. The prequalified bidder may rely upon a certification of digigant in a lower tier covered
transaction that he is not debarred, suspended, inejigibleoluntarily excluded from the
covered transaction, unless he knows that the cetidic is erroneous. The bidder may
decide the method and frequency by which he will determime algibility of his
subcontractors.

6. Nothing contained in the foregoing shall be construed to regsiablishment of a system of
records in order to render in good faith the certificatiequired by this provision. The
knowledge and information of a participant is not requiredxteed that which is normally
possessed by a prudent person in the ordinary course of sudesmgs.

7. Except as authorized in paragraph 6 herein, the Departmanterminate any contract if the
bidder knowingly enters into a lower tier covered temt®n with a person who is
suspended, debarred, ineligible, or voluntarily excludech foarticipation in this transaction,
in addition to other remedies available by the Federat@Guonent.



Contract No._2.201611, 2.2016211, Etc Rev. 4-19-11
Counties_Carteret, Craven, Pamlico

DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best of his knogée and belief, that he and his
principals:

a. Are not presently debarred, suspended, proposed for debardemtéred ineligible, or
voluntarily excluded from covered transactions by any Fdiepartment or agency;

b. Have not within a three-year period preceding this prodmsah convicted of or had a civil
judgment rendered against them for commission of fraue @mminal offense in connection
with obtaining, attempting to obtain, or performing a pul{ieederal, State or local)
transaction or contract under a public transaction; wolabf Federal or State antitrust
statutes or commission of embezzlement, theft, fordmipery, falsification or destruction
of records; making false statements; or receiving stmieperty;

c. Are not presently indicted for or otherwise criminallyawvilly charged by a governmental
entity (Federal, State or local) with commission afy of the offenses enumerated in
paragraph b. of this certification; and

d. Have not within a three-year period preceding this propbsal one or more public
transactions (Federal, State or local) terminatedduse or default.

e. Will submit a revised Debarment Certification immed#atélhis status changes and will
show in his bid proposal an explanation for the changeaitus.

If the prequalified bidder cannot certify that he is notadeda, he shall provide an explanation
with this submittal. An explanation will not neceskaresult in denial of participation in a
contract.

Failure to submit a non-collusion affidavit and debarmeettification will result in the
prequalified bidder's bid being considered non-responsive.

D Check here if an explanation is attached to this ceatitn.



North Carolina Department of Transportation
BID FORM

WBS ELEMENTS: 2.201611, 2.201621, 2.202511, 2.202521, 2.206911, 2.206921

COUNTIES: Carteret, Craven, Pamlico

DESCRIPTION: On-Call Construction of Various Concrete Iltems

BID OPENING: Tuesday, November 1, 2011

ITEM | SECT | DESCRIPTION QTY | UNIT | UNIT | AMOUNT
PRICE BID
1 84€ | 8" X 18" CONCRETE CURB 12F LF
2 84€ | 2'-0 CONCRETE CURB & GUTT ER 25 LF
3 84€ | 1'-6" CONCRETE CURB & G UTTER 25 LF
4 84€ | 2'-6" CONCRETE CURB & G UTTER 50C LF
5 84€ | SHOULDER BERM GUTTER 25 LF
6 84¢ | 4" CONCRETE SIDEWALK 20 SY
7 SF | CONCRETE CURB RAMPS 4 EA
8 84 | 6" CONCRETE DRIVEWAY 20 SY
9 85C | 4" CONCRETE PAVED DI TCH 20 SY
10 852 | 5 MONOLITHIC CONCRE TE ISLANDS - sy
(SURFACE MOUNTED)
11 852 | 5 MONOLITHIC CONCRE TE ISLANDS - sy
(KEYED IN)
12 SF | REMOVAL OF EXISTING CURB & GUTTER | 50C LF

THE CONTRACTOR SHALL NOTE THAT THE CONTRACT QUANTITIES PROVIDED ARE USED
SOLELY FOR DETERMINING THE LOWEST RESPONSIBLE BIDDER . NO MINIMUM AMOUNT OF

WORK IS GUARANTEED UNDER THIS CONTRACT.

TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS

Federal Identification Number

Contractors Lidendser

Authorized Agent Title

Signature Date
Witness Title

Signature Date




THIS SECTION TO BE COMPLETED BY NC DEPARTMENT OF TR ANSPORTATION

This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for
Roads and Structures 2006.

Reviewed by NCDOT Date

Contract Officer

Accepted by NCDOT Date

Division Engineer



